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Number of keys:  98
Housing type:  desktop keyboard 
Enclosure material: plastic
Surface material:  0.8 mm Gorilla® glass
Switch technology:  capacitive
Protection level: glass-side IP65 
Interface:  USB
USB compatibility: complies with USB 2.0
Operating temperature: 0 °C to +60 °C
Storage temperature: -40 °C to +65 °C
Dimensions:  405 x 167 x 22,5 mm
Weight: 750 g

System requirements:  Win®, MacOS® and Linux® * 
Compliance: 
  --  Europe: CE   
  --  USA/Canada: FCC  
  --  Global: REACH, 
 RoHS self-declaration 
Warranty:   4 years on the electrical function

TECHNICAL DATA TOUCHPAD

Operating principle:  capacitive 
Dimensions:  76 x 90 mm

Cat.No. Product description Layout
KR26202 TKR-098-TOUCH-KGEH-VESA-WHITE-USB-DE German 
KR26203 TKR-098-TOUCH-KGEH-VESA-WHITE-USB-US/EU US/EU
KR26211 TKR-098-TOUCH-KGEH-VESA-WHITE-USB-CH Swiss 
KR26204 TKR-098-TOUCH-KGEH-VESA-WHITE-USB-FR French
KR26214 TKR-098-TOUCH-KGEH-VESA-WHITE-USB-SKAN Scandinavian
KR26212 TKR-098-TOUCH-KGEH-VESA-WHITE-USB-UK UK English 
Other language versions available on request.

• Complete flat Gorilla® glass surface 
• Excellent hygienic level, because it‘s washable and  

disinfectable
• Key lock to disable the keyboard before cleaning
• Compact keyboard layout 

• The combination of the touchpad and num-block offers an 
extra large touchpad

• Volume and sensitivity can be adjusted individually
• Rearside VESA mounting option (200mm, 2 x M4)
• EMC compliant with EN 60601-1-2 Edition 4
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* if OS and Hardware meet the requirements of USB2.0 Compliance
Subject to modifications and errors
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