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Processor

Chipset

Max. System Memory
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Display

USB

Audio Line In /
Line Out / Mic In

LAN

Serial Ports

Parallel Port

CAN Bus

SIM Card 

SD Card 

DC Out

Expansion Slots

Drive Bays

Power

Dimensions (W x H x D) mm

System Weight

Operation Temperature

Operating System

Digital I/O Port

NEW

Embedded PC EntryEmbedded PC High End

SE-N207

Intel®

i7-8665UE 1.80GHz
i5-8365UE 1.60GHz
i3-8145UE 2.10GHz

Celeron® 4305U

 -40°C~70°C
 with SSD

--

32GB DDR4

1 x HDMI
2 x HDMI/DP 

(option)

4 x USB 3.0 
+ 6 x USB 2.0

(option)

1 / 1 / 1

2 or 4 or 6
(option)

1 (option)

8in / 8out

2 (option)

--

1

12V / 5V (1A)

1 x M.2 slot
(2242-E)

PCIe/USB 2.0 support
1 x full-sized mPCIe

(USB 2.0/PCIe)

1 x 2.5" SATAIII 
HDD/SSD 

1 x M.2 slot (2242-B)
PCIe/SATA support

+9V~36V DC In

228 x 71 x 212

3.0 kg

Windows 10 IoT
LTSC 2019 64 bit/

Ubuntu 18.04
(kernel: 4.19)

2 or 4 x GbE with
 PoE as option

or
6 x GbE (option)
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SE-8124

Intel®

E3845 1.91GHz
J1900 2.0GHz

-20°C~55°C
with SSD

--

8GB DDR3L

1 x DVI-I
1 x DVI-D

3 x USB 2.0
1 x USB 3.0

0 / 1 / 1

4

--

4in / 4out

--

1

1

--

1 x full-sized mPCIe
(USB 2.0/PCIe/

external SIM card)
1 x half-sized mPCIe

(USB 2.0/PCIe)

1 x 2.5" SATAII
HDD/SSD
1 x CFAST

+12V~24V DC In

217.5 x 45 x 148

2.0 kg

Windows 10 IoT/
Windows 8.1/
Windows 7/

Ubuntu 14.04/
WES 8.1 Industry Pro/

WES 7/

2 x GbE with 
PoE as option

BS-E097

Windows 10 64 bit/
Ubuntu 17.04
(kernel: 4.4)

Intel®

E3940: 4C, 1.8GHz
J3455: 4C, 2.3GHz
N3350: 2C, 1.1GHz

-40°C~40°C for E3940
0°C~40°C for J3455

with SSD

--

8GB DDR3L

1 x VGA
1 x HDMI

4 x USB 3.0
2 x USB 2.0

1 / 0 / 0

3 or 4 (option)

--

8

--

--

--

--

1 x full-sized mPCIe
(USB/PCIe)

1 x full-sized mSATA 
(SATA/USB)

1 x 2.5" SATAIII
HDD/SSD

+12V/+16V~24V 
DC In

217.5 x 46.6 x 140.6

2.0 kg

2 x GbE or 
4 x GbE
(option,

max. 2 x PoE)

BS-E098

4 x USB 3.0
2 x USB 2.0

0°C~40°C
with SSD

--

8GB DDR3L

1 x VGA
1 x DP

1 / 0 / 0

4 

--

8

--

--

--

--

1 x full-sized mPCIe
(USB/PCIe)

1 x full-sized mSATA
(SATA/USB)

1 x 2.5" SATAIII
HDD/SSD

+12V DC In

217.5 x 46 x 140.6

2.0 kg

Windows 10 64 bit/
Ubuntu 17.04
(kernel: 4.4)

2 x GbE

BS-E099

4 x USB 3.0
2 x USB 2.0

Intel® Core 
i5-7300U 2.6GHz
i3-7100U 2.4GHz

2.3GHz

-10°C~60°C
 with SSD

--

16GB DDR4

1 x DP
1 x HDMI

0 / 1 / 0

2 + 2 (option)

--

8in / 8out

--

--

--

--

1 x full-sized mPCIe
(USB/PCIe)

1 x full-sized mSATA
(SATA/USB)

1 x 2.5" SATAIII
HDD/SSD

+12V/+24V DC In

217.5 x 46 x 140.6

2.0 kg

Windows 10 IoT
LTSB 2016 64 bit/

Ubuntu 16.04
(kernel: 4.4)

2 x GbE

SE-8134

Intel®

N3350: 2C, 2.4GHz
N4200: 4C, 2.5GHz
J3455: 4C, 2.3GHz
E3950: 4C, 1.8GHz

Intel®

N3350: 2C, 2.4GHz
N4200: 4C, 2.5GHz
J3455: 4C, 2.3GHz
E3950: 4C, 1.8GHz

-20°C~50°C
 with SSD

--

8GB DDR3L

1 x DVI-D
2 x HDMI

4  x USB 3.0

0 / 1 / 1

4 

--

4in / 4out

--

2

1

--

1 x full-sized mPCIe
(USB 2.0/PCIe/

external SIM card)
1 x full-sized mSATA

(SATA/USB 2.0/
external SIM card)

1 x 2.5" SATAIII 
HDD/SSD

+9V~36V DC In

217.5 x 45 x 148

2.0 kg

Windows 10 IoT 
LTSB 2016 64 bit/

Ubuntu 16.04
(kernel: 4.4)

2 x GbE with 
PoE as option

SE-8400

Intel®

i7-6700TE 2.4GHz
i5-6500TE 2.3GHz
i3-6100TE 2.7GHz
Pentium® G4400TE
Celeron® G3900TE

0°C~50°C
 with SSD

Intel® Q170/H110

32GB DDR4

1 x DVI-I
1 x HDMI

6 x USB 3.0 (Q170)
4 x USB 3.0 +

2 x USB 2.0 (H110)

1 / 1 / 1

4 + 2 (option)

1 (option)

8in / 8out

--

1

--

12V / 5V (1A)

1 x full-sized mPCIe
(USB 2.0/PCIe/

external SIM card)
1 x half-sized mPCIe

(USB 2.0/PCIe)

2 x 2.5" SATAIII 
HDD/SSD 
1 x CFAST

+9V~36V DC In

260 x 80 x 200

4.0 kg

Windows 10 IoT
LTSC 2019/
LTSB 2016/

Windows 8.1 (64bit)/
Windows 7 (64bit)/

Linux ubuntu
14.04 (64bit)

2 x GbE with 
PoE as option

BS-U830

Intel®
Celeron J6412,

1.8GHz;
Atom X6212RE,

1.2GHz;
Atom X6425RE,

1.9GHz

0°C~40°C
 with SSD

--

32GB DDR4

1 x DP
1 x HDMI

2 x USB 3.0
5 x USB 2.0

0 / 1 / 0

1 or 2 (option)

--

8in / 8out

--

1

--

--

1 x full-sized mPCIe
1 x NVMe M.2 (2280)

1 x 2.5" SATAIII 
HDD/SSD

+12V/+24V DC In

217.5 x 46.6 x 140.6

2.0 kg

Windows 10 IoT
LTSC 2019 64 bit/

Ubuntu 20.04
(kernel: 5.04)

2 x GbE or 
4 x GbE
(option,

max. 2 x PoE)
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Processor

Chipset

Max. System Memory 

Drive Bays

Expansion Slots
1 x M.2 (2242)
1 x PCIe (x16)

DC In 12VPower 

Dimensions (W x H x D) mm

System Weight

Certifications

Operating System

Display

USB

Audio Line In /
Line Out / Mic In

LAN

Serial Ports

Parallel Port

Keyboard / Mouse

Cash Drawer Port

--

Intel® Celeron® J1900 
2.0GHz

--

1 x VGA
1 x DP

PA-8025

72~120W
(AC Adapter)

3 kg

1 x VGA

Build-in CPU

8GB DDR3L

5 x USB 2.0

0 / 1 / 0

1

4

1

--

1

1 x 2.5" SATA HDD

277 x 53 x 192

CE, FCC

AC In 100~240V 
50~60Hz

5 kg

2 x DVI-D

SA-N718SA-5800

Intel® H420E / Q470E / W480E

64GB DDR4

Intel® 7th / 6th Gen. 
CoreTM i7 / i5 / i3 / 

Pentium® / 
Celeron® (LGA1151) 

3.4~4.0GHz

Intel® 10th Gen. CoreTM /
Pentium® / Celeron® / Xeon® W-1200 

(up to TDP 65W)

Intel® H110/Q170

32GB DDR4

4 x USB 3.0
4 x USB 2.0

4 x USB 3.0
2 x USB 2.0

1 / 1 / 1

2

1 / 1 / 1

2

2 4 + 2 (option)

1 (option)

1

--

--

--

2 x 2.5" SATA HDDs1 x 2.5" SATA HDDs

1 x PCIe (x16)
1 x NVMe M.2 (2242)

300 x 94 x 270203 x 106 x 215

CE, FCC

3.5 kg

CE, FCC
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Box PC

I

/

O

P

O

R

T

S

Windows 10 IoT Enterprise /
Windows 7 /
POSReady 7

Windows 10 IoT /
Windows 8.1 /
Windows 7 /
Ubuntu 16.04

Windows 10 IoT 2019,
Linux Ubuntu 20.04 LTS
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