Full IP66 /IP69K Panel PC
Selection Guide

21.5" High End

21.5" Entry

17" High End

17" Entry

Model

QR Code

Pictures

Display Type

Max. Resolution
Pixel Pitch
Brightness (cd/m?)
Response Time (Tr + Td)

Viewing Angle
(up/ down / left / right)

Processor

Chipset
Max. System Memory

Display

USB

Audio
Line In/Line Out/Mic In

LAN

Serial Ports
Parallel Port
Digital 1/O Port
Keyboard / Mouse

Fan

Drive Bays

Touchscreen

Construction

Waterproof Level
Wall Mount Type
Power

Dimensions (W x H x D) mm
System Weight

Operating System

Certifications

*All information contained in this document is subject to change without prior notice. Please log on www.protech.com.tw to acquire latest information.

S$G-S216

SG-S211

SG-S176

SG-S171

TFT LCD (LED backlight)

TFT LCD (LED backlight)

TFT LCD (LED backlight)

TFT LCD (LED backlight)

1920 x 1080 1920 x 1080 1280 x 1024 1280 x 1024
0.248 x 0.248 0.248 x 0.248 0.264 x 0.264 0.264 x 0.264
350 350 350/ 800 350 / 800
22 ms 22 ms 30 ms 30 ms
89/89/89/89 89/89/89/89 85/85/85/85 85/85/85/85
Intel®
Intel®7th Gen. Intel® Intel® 7th Gen.
Core™ 5-7300U Celeron® J3455 Core™ 5-7300U Celeron® J3455

Atom™ x7-E3950

Kabylake-U SoC

Apollo Lake SoC

Kabylake-U SoC

Apollo Lake SoC

DDR4 16GB

DDR3L 8GB

DDR4 16GB

DDR3L 8GB

2 x M12 waterproof connector

2 x M12 waterproof connector

2 x M12 waterproof connector

2 x M12 waterproof connector

4x USB 2.0 4 x USB 2.0 4 xUSB 2.0 4 x USB 2.0
2 2 2 2
1 1 1
Fanless Fanless Fanless Fanless
1x2.5"HDD 1x2.5"HDD 1x2.5"HDD 1x2.5"HDD
Projected Projected Projected Projected

capacitive touch
5W analog resistive

capacitive touch
5W analog resistive

capacitive touch
5W analog resistive

capacitive touch
5W analog resistive

Stainless SUS304 / SUS316 Stainless SUS304 / SUS316 Stainless SUS304 / SUS316 Stainless SUS304 / SUS316
IP66 / IP6OK IP66 / IP6OK IP66 / IP69K IP66 / IP6OK
VESA 100 VESA 100 VESA 100 VESA 100
DC In 12V/24V DC In 12V/24V DC In 12V/24V DC In 9V~36V

590 x 395 x 70 590 x 395 x 70 450 x 381 x 70 450 x 381 x 70
13 kg 13 kg 11.5kg 11.5 kg
Windows 10 loT Windows 10 loT Windows 10 loT Windows 10 loT
LTSC 2019/ LTSC 2019/ LTSC 2019/ LTSC 2019/

Ubuntu 16.04

Ubuntu 16.04

Ubuntu 16.04

Ubuntu 16.04

CE, FCC, IP66/69K, NEMA 4X

CE, FCC, IP66/69K, NEMA 4X

CE, FCC, IP66/69K, NEMA 4X

CE, FCC, IP66/69K, NEMA 4X
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Full IP66 /1P69K Panel PC
Selection Guide

15" High End

15" Entry

Model

QR Code

Pictures

Display Type

Max. Resolution
Pixel Pitch
Brightness (cd/m?)
Response Time (Tr + Td)

Viewing Angle
(up/ down / left / right)

Processor

Chipset
Max. System Memory

Display

USB

Audio
Line In/Line Out/Mic In

LAN

Serial Ports
Parallel Port
Digital /0 Port
Keyboard / Mouse

Fan

Drive Bays

Touchscreen

Construction

Waterproof Level

Wall Mount Type

Power

Dimensions (W x H x D) mm

System Weight

Operating System

Certifications

*All information contained in this document is subject to change without prior notice. Please log on www.protech.com.tw to acquire latest information.

SG-S156

SG-G156

S$G-S151

SG-G151

XGA XGA XGA XGA
1024 x 768 1024 x 768 1024 x 768 1024 x 768
0.297 x 0.297 0.297 x 0.297 0.297 x 0.297 0.297 x 0.297

450 /1600 450 450 /1600 450
8 ms 8 ms 8 ms 8 ms
70/80/80/80 70/80/80/80 70/80/80/80 70/80/80/80
Intel® Celeron®
Intel® Intel® J3455 Intel® Celeron®
Core™ |5-®7300U Intel® Celeron® J3455

Core™ i5-7300U

Intel
Core™ i3-7100U

N3350

Intel® Atom™ x7

Intel® Atom™ x7 E3950
E3950
SoC SoC SoC SoC
16GB DDR4 16GB DDR4 8GB DDR3L 8GB DDR3L
4 xUSB 2.0 4 xUSB 2.0 4 xUSB 2.0 2xUSB 2.0
2 2 2 2
1 1 1 1
Fanless Fanless Fanless Fanless
1x 2.5" SATAIIl HDD 1 x 2.5" SATAIIl HDD SAjI'XIﬁﬁDD SAJI'XIﬁ‘aDD
Projected Projected Projected Projected
capacitive touch capacitive touch capacitive touch capacitive touch

5W analog resistive

5W analog resistive

5W analog resistive

5W analog resistive

Stainless SUS304 / SUS316 Aluminum Stainless SUS304 / SUS316 Aluminum
IP66 / IP6OK IP66 IP66 / IP69K 1P66
VESA 100 VESA 100 VESA 100 VESA 100

DC In 12V/24V

DC In 12V/24V

DC In 12V/16V~24V

DC In 12V/24V

420 x 335x 70 365 x 279 x 99 420x335x70 365 x 279 x 99
10.5 kg 7.2 kg 10.5 kg 7.2 kg
Windows 10 loT Windows 10 loT Windows 10 loT Windows 10 loT
LTSC 2019/ LTSC 2019/ LTSC 2019/ LTSC 2019/
Ubuntu 16.04 Ubuntu 16.04 Ubuntu 16.04 Ubuntu 16.04
CE, FCC CE, FCC CE, FCC CE, FCC

Full IP66 / IP69K Panel PC




