




E3815: 1.46GHz
E3825: 1.33GHz
N2807: 2.16GHz
N2930: 2.16GHz

Model BE-0986 BE-0981 BE-0961
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Serial Ports

Parallel Port

LAN

USB

SATA Interface

CF/CFast/SD

1

Expansion Bus

FAN conn

Power Requirement

Certifications

DDR3L, 8GB

AMI

1 x VGA
1 x HDMI
1 x LVDS

1 x VGA
1 x DP

1 x LVDS

1 x VGA
1 x LVDS

HD Line Out / Line In / 
Mic In

1 x full-sized mPCIe slot
1 x full-sized mSATA slot

1 x I2C

1 x 4 pin FAN conn

DC In 12V&19V&24V

4 x USB 3.0
2 x USB 2.0

4 x USB 3.0
2 x USB 2.0

1 x USB 3.0
2 x USB 2.0

1

DDR3L, 8GB

AMI

HD Line Out / Line In / 
Mic In

1 x full-sized mPCIe slot
1 x full-sized mSATA slot

1 x I2C

1 x 4 pin FAN conn

DC In 12V

4 4 4

-- -- --

Dual (1G) Dual (1G) Dual (1G)

-- -- 1 x CFast

DDR3L, 4GB

3.5" 3.5" 3.5"

AMI

Watchdog Timer

HD Line Out / Line In / 
Mic In

SKU A:
1 x half-sized mPCIe slot

SKU B:
1 x half-sized mSATA slot

SKU A: 1 x SATA
SKU B: 0 x SATA

1 x 3 pin FAN conn

DC In 12V

CE, FCC CE, FCC CE, FCC

NEW

Form Factor

1~255 secs 1~255 secs 1~255 secs

*All information contained in this document is subject to change without prior notice. Please log on www.protech.com.tw to acquire latest information.

Celeron J3455, 1.5GHz
Celeron N3350, 1.1GHz

Atom E3950, 1.6GHz

Celeron J3455, 1.5GHz
Celeron N3350, 2.4GHz
Pentium N4200, 2.5GHz

Atom E3950, 2.0GHz

Embedded Boards 
Selection Guide

BE-U830

Intel® 
Celeron J6412, 1.8GHz
Atom X6212RE, 1.2GHz
Atom X6425RE, 1.9GHz

--

2 x USB 3.0
6 x USB 2.0

1

DDR4, 32GB

AMI

1 x HDMI
1 x DP

1 x LVDS

Line In / Line Out / Mic In 
(pin header)

1 x full-sized mPCIe slot
1 x M.2 (2280) NVMe 

1 x I2C

--

DC In 12V/24V

2

--

Dual (1G)

--

EPIC

CE, FCC

1~255 secs

17Industrial CPU Board

BE-0996

Core i5-7300U, 2.6GHz
Core i3-7100U, 2.4GHz

--

2 x USB 3.0
6 x USB 2.0

1

DDR4, 16GB

AMI

1 x HDMI
1 x DP

1 x LVDS

Line In / Line Out / Mic In 
(pin header)

1 x full-sized mPCIe slot
(PCIe/USB)

1 x full-sized mSATA slot
(SATA/USB)

1 x I2C

1 x 4 pin FAN conn

DC In 12V/24V

2

--

Dual (1G)

--

3.5"

CE, FCC

1~255 secs



Model

Function

Input I/F

Output I/F

Dimensions

4 x GbE LAN
(Option PoE)

15W (802.3 af)

175.3 x 106.7 mm
(w/o bracket)

Pictures

QR Code

4 Ports LAN

PCIe x4
(Golden Finger)

3 x USB & Power

106 x 100.4 mm
(w/o bracket)

Power USB

PCIe x1
(Golden Finger)

2 x GbE LAN
(Option PoE PSE)

30W (802.3 at)

70 x 80 mm

2 Ports LAN

30-pin board to 
board connector

BR-U830-D4 SR-5700 BR-U830-D2
(pair w/ BR-U830-D1)

*All information contained in this document is subject to change without prior notice. Please log on www.protech.com.tw to acquire latest information.

Daughter Boards
Selection Guide

2-pin speaker out

27 x 30 mm

Speaker

mPCIe

SR-6150

2 x GbE LAN
(w/ PoE PD)

90 x 80 mm

2 Ports LAN

30-pin board to 
board connector

BR-U830-D3
(pair w/ BR-U830-D1) 
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