KIOSK
Selection Guide

Model KS-M320

QR Code

Pictures

Size 32" 32" 21.5" 21.5" 21.5"
Resolution 1920 x 1080 1920 x 1080 1920 x 1080 1920 x 1080 1920 x 1080
Brightness 400 nits 400 nits 250 nits 250 nits 250 nits
Backlight Life 30,000 hours 30,000 hours 50,000 hours 50,000 hours 50,000 hours
Touch P-CAP P-CAP P-CAP P-CAP P-CAP
. : Windows 10 Windows 10 Windows 10
0.8. Support Windows 10 Ritielszs 18 Windows 7 Windows 7 Windows 7
Intel® Core™ i5-7300U Intel® Core™ i5-7300U ® ™ 5 © ™ 5. © ™ B
CPU Support itel® Core™ i3.7100U itel® Core™ i3.7100U IneP Gora™ (571000 Inel Gora™ 1571000 Inel Gora™ 1571000
Intel® Pefium® 4415 [Elp (Re(r i Intel° Celeron® J3455 Intel® Celeron® J3455 Intef® Celeron® J3455
Intel® Celeron® J3455 Intel® Celeron® J3455
Chipset / Graphics Intel® SoC Intel® SoC Intel® SoC Intel® SoC Intel® SoC
M DDR4 4GB DDR4 4GB DDR4 4GB DDR4 4GB DDR4 4GB
emory DDR3L 4GB DDR3L 4GB DDR3L 4GB DDR3L 4GB DDR3L 4GB
Storage 2.5"HDD or SSD x 1 2.5"HDD or SSD x 1 2.5"HDD or SSD x 1 2.5"HDD or SSD x 1 2.5"HDD or SSD x 1
Speaker 2 x Omnidirectional Speaker 2 x Omnidirectional Speaker 2 x Omnidirectional Speaker 2 x Omnidirectional Speaker 2 x Omnidirectional Speaker
} usB - 1 Port 1 Port = -
0]
8 Serial Port - COM Port x 1 COM Port x 1 - -
R
'Sr Ethernet RJ45 LAN Port x 2 RJ45 LAN Port x 1 RJ45 LAN Port x 1 RJ45 LAN Port x 2 RJ45 LAN Port x 2
Camera 2.1M face camera x 1 2.1M face camera x 1 2.1M face camera x 1 2.1M face camera x 1 2.1M face camera x 1
g Document Reader - - - - -
T Scanner 1D /2D Barcode x 1 - - 1D /2D Barcode x 1 1D /2D Barcode x 1
I -
0 IcCard/RFD [ il - - IC card/ ID Readerx 1 IC card /ID Reader x
N R oni — o
eserved for Design in - - Reserve for Design in Reserve for Design in
A Card Reader ¢ Credit Card Read%r) (Credit Card Reader) (Credit Card Reader)
L .
2nd Display - - - - -
Dual-band (2.4/5GHz) Dual-band (2.4/5GHz) Dual-band (2.4/5GHz) Dual-band (2.4/5GHz) Dual-band (2.4/5GHz)
Wireless Module 802.11a/b/g/n 2Tx/2Rx WiFi 802.11a/b/g/n 2Tx/2Rx WiFi 802.11a/b/g/n 2Tx/2Rx WiFi 802.11a/b/g/n 2Tx/2Rx WiFi 802.11a/b/g/n 2Tx/2Rx WiFi
PCle Half-Mini Card (Option) PCle Half-Mini Card (Option) PCle Half-Mini Card (Option) PCle Half-Mini Card (Option) PCle Half-Mini Card (Option)
2" ?r 3; Stggdalone Them|1|a|/
. . printer for SU mm paper roll wi - _ 2" or 3" Standalone Thermal 2" or 3" Standalone Thermal
Printer Device Rgggﬁrtigﬁ%gggpi printer for 70 mm paper roll printer for 70 mm paper roll

Printing Speed: 170mm/s

i - — — - Bill / Coin Acceptor
Cash Device and Dispensgr

Sensor - - - = -

OM—TTOVWLMOO >

Card Dispenser - = - - N
UPS - - - = -
IP Rating IP54 (Front Touch) IP54 (Front Touch) IP54 (Front Touch) IP54 (Front Touch) IP54 (Front Touch)

Power Supply AC 100~240V, 50~60Hz AC 100~240V, 50~60Hz AC 100~240V, 50~60Hz AC 100~240V, 50~60Hz AC 100~240V, 50~60Hz

Dimensions (WxHxD) mm 550 x 1807 x 165 488 x 800 x 81 377 x 585 x 70 450 x 1636 x 450 377 x 1705 x 282

Weight (approx) 64 kg 20.7 kg 18.52 kg 67.52 kg 92.99 kg

Certifications CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC

*All information contained in this document is subject to change without prior notice. Please log on www.protech.com.tw to acquire latest information.
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Model

QR Code

Pictures

KS-1130

KF-P230

KF-7232

Size 32" 17"
Resolution 1920 x 1080 1920 x 1080 1280 x 1024
Brightness 500 nits 250 nits 350 nits
Backlight Life 50,000 hours 30,000 hours 50,000 hours
Touch P-CAP P-CAP P-CAP
Windows 10 : Windows 10
o8 BT s, Widows 1 dons

CPU Support

Intel® Core™ {5-6500
Intel® Core™ i3-6100

Intel® Core™ i5-7300U

Intel® Atom™ J1900

Intef® Celeron® J1900 Intel® Core™ i3 7100U
. . @l

Chipset / Graphics By Tra SC. Intef* SoC Bay Trail SoC
Memory L DDR4 4GB DDRSL 4GB
Storage 2.5" HDD or SSD x 1 25"HDD or SSD x 1 2.5"HDD or SSD x 1
Speaker 4W x 2 2 x Omnidirectional Speaker 4W x 2
|
/ | USB - - _
(0]
P | Serial Port - - -
R

RJ45 LAN Port x 2 RJ45 LAN Port x 2
-Sr Ethernet RJ45 LAN Port x 1 RJ45LAN Port x 2 RJ45 LAN Port x 1

Camera

Document Reader

2.1M face camera x 1

2.1M face camera x 1

2.1M face camera x 1

Scanner 1D/ 2D Barcode x 1 1D /2D Barcode x 1 1D/ 2D Barcode x 1
MSR/IC card /
MSR RFID Reader x 1 RFID Reader x 1

Card Reader

(Reserved for Design in

(Reserved for Design in

(Reserved for Design in

Credit Card Reader) Credit Card Reader) Credit Card Reader)

2nd Display = - -
A | Wireless Module Option - =
C
C | Printer Device 2" or 3" Standalone Thermal 2" Standalone Thermal 2" or 3" Thermal printer for
E printer for 80 mm paper roll printer for 80 mm paper roll 80 mm or 130 mm paper roll
S \ Bill / Coin Acceptor
S Cash Device - - and Dispenser
0 :
R | Sensor - - Light Sensor x 1
I|E Card Dispenser - - -
S | UPS - - Option
IP Rating IP54 (Front Touch) - IP54 (Front Touch)
Power Supply AC 100~240V, 50~60Hz AC 100~240V, 47~63Hz AC 100~240V, 50~60Hz

With Stand:
Dimensions (WxHxD) mm 580 x 1750, 600 540 x 1630 x 380 670X 1719 x 450
500 x 1050 x 152
f With Stand: 78.2 kg

Weight (approx) Without Stand: 46 kg 97.63 kg 170 kg
Certifications CE, FCC CE, FCC CE, FCC

*All information contained in this document is subject to change without prior notice. Please log on www.protech.com.tw to acquire latest information.
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