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Model

SP-626x OFC Series

QR Code

Pictures

Display Type

Max. Resolution

Pixel Pitch

Brightness (cd/m?)

Response Time (Tr + Td)

Viewing Angle
(up/down/left/right)

Processor

XGA
1024 x 768 1280 x 1024 1280 x 1024
0.297 x 0.297 0.294 x 0.294 0.264 x 0.264
400 350 350
8 ms 10 ms 30 ms
80/80/80/80 80/80/85/85 80/80/85/85
Intel® Intel® Intel®

Core™ i7-6700TE
Core™ i5-6500TE
Core™ i3-6100TE

Core™ i7-6700TE
Core™ i5-6500TE
Core™ i3-6100TE

Core™ i7-6700TE
Core™ i5-6500TE
Core™ i3-6100TE

Chipset

Pentium® G4400TE Pentium® G4400TE Pentium® G4400TE
Celeron® G3900TE Celeron® G3900TE Celeron® G3900TE
Intel® Q170/H110 Intel® Q170/H110 Intel®* Q170/H110

Max. System Memory

32GB DDR4 SO-DIMM

32GB DDR4 SO-DIMM

32GB DDR4 SO-DIMM

Display

UsB

Audio
Line In/ Line Out/ Mic In

LAN

COM Ports

Parallel Port

Digital 1/0

1 x DVI-D 1 x DVI-D 1 x DVI-D
4 x USB 3.0 4 xUSB 3.0 4 x USB 3.0
1/171 1/1/1 1/171
2 2 2
4 4 4
8in / 8out 8in / 8out 8in / 8out

Keyboard / Mouse

Storage

1 x 2.5" SATAIIl HDD
1 x CFast card on board

1 x 2.5" SATAIIl HDD
1 x CFast card on board

1 x 2.5" SATAIIl HDD
1 x CFast card on board

Touchscreen

(ELO) 5W analog resistive

(ELO) 5W analog resistive

(ELO) 5W analog resistive

Construction

Electro galvanized steel chassis

Electro galvanized steel chassis

Electro galvanized steel chassis

Wall Mount Type

VESA 100

VESA 100

VESA 100

Power

DC In 9V~36V

DC In 9V~36V

DC In 9V~36V

Dimensions (W x H x D) mm

451 x 376 x 130.9

428 x 322 x 118.6

388 x 288 x 122.6

System Weight

10.0 kg

9.3 kg

9.0 kg

Operating System

Windows 10 loT LTSB 2016 64 bit /

Windows 8.1 / Windows 7 /
Ubuntu LTS 16.04

Windows 10 loT LTSB 2016 64 bit /
Windows 8.1 / Windows 7 /
Ubuntu LTS 16.04

Windows 10 loT LTSB 2016 64 bit /
Windows 8.1 / Windows 7 /
Ubuntu LTS 16.04

*All information contained in this document is subject to change without prior notice. Please log on www.protech.com.tw to acquire latest information.
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Model

QR Code

Pictures

SP-615x OFC Series

Display Type SXGA SXGA XGA SVGA
Max. Resolution 1280 x 1024 1280 x 1024 1024 x 768 800 x 600
Pixel Pitch 0.294 x 0.294 0.264 x 0.264 0.297 x 0.297 0.264 x 0.264
Brightness (cd/m?) 350 350 400 400
Response Time (Tr + Td) 10 ms 30 ms 8ms 35ms
zﬂg}’éig\?vrﬁgﬁi aht) 80/80/85/85 80/80/85/85 80/80/80/80 60/70/80/80

Processor

Intel®
Celeron® N3350 2C
2.4 GHz
Pentium® N4200 4C
2.5 GHz
Celergn® J?_I455 4C

. z
Atom™ x7 E3950 4C
1.8 GHz

Intel®
Celeron® N3350 2C
2.4 GHz
Pentium® N4200 4C
2.5 GHz
Celeron® J3455 4C
2.3 GHz
Atom”q >é7 E3950 4C

Intel®
Celeron® N3350 2C
2.4 GHz
Pentium® N4200 4C
2.5 GHz
Celeron® J3455 4C
2.3 GHz
Atom”: >é7 E3950 4C

Intel®
Celeron® N3350 2C
2.4 GHz
Pentium® N4200 4C
2.5 GHz
Celeron® J3455 4C
2.3 GHz
Atom“q >é7 E3950 4C

GHz GHz GHz
Chipset - - - -
Max. System Memory 8GB DDR3L 8GB DDR3L 8GB DDR3L 8GB DDR3L
Display 1xDVI-D /1 x HDMI 1xDVI-D/ 1 x HDMI 1xDVI-D/ 1 x HDMI 1xDVI-D /1 x HDMI
USB 3xUSB3.0 3xUSB 3.0 3xUSB3.0 3xUSB 3.0
'Ii\iﬂgl(l)n/LineOut/Micln ~ /1 =00 ~ I =00
LAN 2 2 2 2
COM Ports 2 2 2 2
Parallel Port - - - -
Digital /O - - - -
Keyboard / Mouse - - - -
Storage 1 x 2.5" SATAIIl HDD 1 x 2.5" SATAIIl HDD 1x 2.5" SATAIIl HDD 1 x 2.5" SATAIIl HDD
Touchscreen 5W analog resistive 5W analog resistive 5W analog resistive 5W analog resistive
Construction Flegro ggvanized e Flegiro ggvanized e
Wall Mount Type VESA 100 VESA 100 VESA 100 VESA 100
Power DC In 9V~36V DC In 9V~36V DC In 9V~36V DC In 9V~36V
Dimensions (W x H x D) mm 451 x 376 x 90.28 428 x 332 x 88 388 x 288 x 86.7 217.5x 202.8 x 68
System Weight 9.2 kg 5.6 kg 4.8 kg 2.8 kg
Wmdows 10 IoT LTSB Wmdows 10 IoT LTSB Wlndows 10 IoT LTSB Wlndows 10 IoT LTSB

Operating System

2016 64 bit /
Ubuntu LTS 16.04

2016 64 bit /
Ubuntu LTS 16.04

2016 64 bit /
Ubuntu LTS 16.04

2016 64 bit /
Ubuntu LTS 16.04

*All information contained in this document is subject to change without prior notice. Please log on www.protech.com.tw to acquire latest information.
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