Payment POS
Selection Guide

Model

PA-J600E

QR Code

Pictures

Dimensions (W x H x D)

558 x 523 x 173 mm

550 x 1379 x 480 mm

Without packing approx. 16.8 kg

Weight With packing approx. 19 kg Without packing approx. 40 kg
Power Supply AC 100-240V available 120 watt power adaptor
Certifications EMI: Class A; ESD: Air 8KV / Contact 4KV --
0O.S. Support Windows 10 loT Enterprise / POSReady 7 Windows 10
Temperature Operating: 0°C~35°C; Storage: -20°C~60°C 0°C~35°C
Humidity Operating & Storage: 20%~85% (no condensation) 20%~90%
1 x C5-type socket,
Power Input AC 100V-240V available
Power Switch 1 x power button
1/O Ports PPC I/O:
(in rear lower of uUsSB 2 x USB 2.0 Type-A (optional)
cube-body) Chassis 1/0: 2 x USB 3.0 Type-A
PPC 1/O:
RS232 1 x D-sub + 1 (optional) x RJ45
Chassis I/O: 2 (optional) x D-sub
LAN Port 1 x RJ45
21.5" TFT LCD/ Resolution:
LCD 1920 x 1080 /
Brightness: 250cd/m?
Touchscreen projected capacitive
Kaby Lake U
cPU Core™-i5 7300U / Core™-i3 7100U
Pentium® 4415U
Celeron® 3965U
Panel-PC
1 x DDR4 SO-DIMM
Memory (default 4GB, up to 16GB)
1x2.5"SATA+1xM.2
Storage (2242 type, SATA interface)
Options Vertical MSR & iButton (JIS-I or II, ISO Track1+2+3); Vertical Fingerprint (8-bit grayscale reader)

Note Acceptor & Recycling

Units Capacity

Coin Acceptor

Hopper Capacity

Touch Display

Thermal Printer

2" or 3" standalone thermal printer for

58 mm or 80 mm paper roll

Barcode Reader

1D: UPC-A, UPC-E, EAN-8, EAN-13, UCC/EAN-128, Code 39, Code 93, Interleaved 2 of 5, Codabar, MSI, GS1 Databar
2D: PDF417, MicroPDF417, DataMatrix, QR Code, MaxiCode

*All information contained in this document is subject to change without prior notice. Please log on www.protech.com.tw to acquire latest information.
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All in One

Selection Guide

Model

QR Code

Pictures

LCD Display

CPU Support

Max. CPU Speed
Chipset

Max. System Memory
BIOS

Audio
usB
LAN
Display
Cash Drawer
COM Ports
Keyboard / Mouse
Line Out
Mic In
Parallel Port

Drive Bays

Touchscreen

Power Supply

Dimensions (WxHxD) mm

Weight (approx)

Options

0.S. Support

Certifications

PA-A310

PA-3122

PA-3522

PA-A900

PA-A901

10.1" TFTLCD 104" TFT LCD 15" TFT LCD 15.6" TFTLCD 15.6" TFTLCD
Intel® 7th / 6th Gen.
Celeron® J3355 / 3455 Celeron® J1900 Celeron® J1900 Celeron® J3455 Core™ i5/i3/
Celeron®/ Pentium®
2.3~2.5GHz 2.0 GHz 2.0 GHz 2.3 GHz 3.2GHz
Built-in CPU Built-in CPU Built-in CPU Built-in CPU H110
8GB 8GB 8GB 8GB 32GB
AMI AMI AMI AMI AMI
Realtek ALC888 Realtek ALC888 Realtek ALC888 Realtek ALC888 Realtek ALC888
5 x Type A Female 5 x Type A Female
1x 12V or 24V 5 x Type A female 5 x Type A female 1x 12V or 24V 5 x Type A female
Powered USB (option) Powered USB (option)
1x RJ45 1xRJ45 1x RJ45 1xRJ45 1xRJ45
1 XHDMI 1xVGA 1XVGA ! X HDMI 1xVGA

1 x VGA (option)

1 x VGA (option)

1+ 1 (option) x RJ11

1+ 1 (option) x RJ11

1+ 1 (option) x RJ11

1+ 1 (option) x RJ11

1+ 1 (option) x RJ11

3xRJ45 +
1 (option) DB9

3 + 1 (option) DB9

3 + 1 (option) x DB9

3xRJ45 +
1 (option) DB9

2xDB9 +1xRJ45

1 x phone jack

1 x phone jack

1 x phone jack

1 x phone jack

1 x phone jack

1 x phone jack

1 x DB25 (option)

1 x DB25 (option)

" 1x2.5" SATA 1x2.5" SATA W W
1x2.5" SATAHDD 1 x mMSATA 1 x mSATA 1x2.5"HDD or SSD 1x2.5" SATAHDD
N . 5-wire analog 5-wire analog " - " -
10.1" capactive " resistive 15.6" capacitive 15.6" ELO capacitive
60W~90W 72W~120W 72W~120W 60W~90W 120W~150W
adaptor adaptor adaptor adaptor adaptor
299 x 148 x 300 299 x 148 x 300 360 x 183 x 309 372x169x 315 372x 169 x 315
4 kg 4.5kg 6 kg 5kg 5kg
printer, int printer, printer,
customer display, custo’r)rqlgr ?i?spla printer, customer display, customer display,
MSR, fingerprint, MSR. fi : ¥ customer display, MSR, fingerprint, MSR, fingerprint,
i-Button reader, RFID ,erglggrprln ’ MSR, fingerprint i-Button reader, RFID i-Button reader, RFID
barcode scanner barcode scanner barcode scanner
\\/Iv\ﬂggvv:ss gq Windows 10 Windows 10
Windows 10 POSReady 7 Windows 8.1 Windows 10 Windows 7
Aol 44 POSReady 7 POSReady 7
CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC

*All information contained in this document is subject to change without prior notice. Please log on www.protech.com.tw to acquire latest information.
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Standalone
Selection Guide

Model

QR Code

Pictures

PA-6222 (PPC)

PA-J500 (PPC)

PA-5880 (PPC)

PA-J580 (PPC)

PA-J670 (PPC)

LCD Display 121" TFTLCD 15.6" TFT LCD 15" TFTLCD 15" TFT LCD 15" TFT LCD
Tiger Lake U Intel® Core™ Kaby Lake U
CPU Support Coleron yigon | TASGTE Tia-T115G4E /RSl Tk DR B Core -8 7300U Celeron J3455
Celeron® 6305E Celeron® Celeron® 3965U
Max. CPU Speed 2.0GHz - 2.30~3.80 GHz 22~35GHz 23GHz
Chipset Built-in CPU Built-in CPU Intel® H110 Built-in CPU Built-in CPU
Max. System Memory 8GB 16GB 32GB 16GB 8GB
BIOS AMI AMI AMI AMI AMI
VGA Built-in CPU Built-in CPU Built-in CPU Built-in CPU Built-in CPU
Audio Realtek ALC888 Realtek ALC888 Realtek ALC888 Realtek ALC888 Realtek ALC888
) 4 + 1 (option) x
UsB 5 x Type Afemale 4x I):(p_T_y/?);e(r:n ale 5 x Type Afemale fI";pi (Ac:rf)gfnna)lg 1 gg&igéeﬂé‘ée 1+2V
or 24V x1 (option)
LAN 1 x RJ45 1 x RJ45 1 x RJ45 1 x RJ45 1x RJ45
Display 1xDB15 1 x HDMI 1xDB15 1xDB15 1xDB15
Cash Drawer 1+ 1 (option) x RJ11 1 + 1 (option) x RJ11 1x RI 1x R (+] z’zll)ﬁ‘i‘;tk;‘l;‘lg;gle)
1+ 1 (option) x RJ45 1xRJ45

COM Ports

Keyboard / Mouse

Line Out

Mic In

Parallel Port
Drive Bays

Touchscreen

3 + 1 (option) x RJ45

2 xRJ45

2xDB-9

1+ 1 (option) x DB9

3 + 1 (option) x RJ45

1 x phone jack

1 x phone jack

1 x phone jack

1 x phone jack

1 x phone jack

1x2.5" SATA

1xM.2 2280
1x M.2 2242

1x2.5" SATA

1x2.5" SATA

1x2.5" SATA

5-wire analog resistive

projected capacitive

5-wire analog resistive
or projected capacitive

projected capacitive

5-wire analog resistive
or projected capacitive

ower Su adaptor ~ adaptor ~ adaptor ~ adaptor ~ adaptor
P Supply 72W ad 60W~90W ad 120W~150W ad 60W~90W ad 60W~90W ad.
75. 287.43 x 194.
320 x 303 x 236 375.68x 287,43 x194.95 375x 378.6 x 288.4 375 378.6 X 288.4 i ’Egg"’s;‘ e
. . (POS) 375.68 x 235.51 x 60.5 (POS) (POS)
Dimensians (WxtxD) mm 320 x 261 x 58 PPC 3375 x 305 x 69.8 375x 305 x 69.8 388;;8% e
(PPC) 375.68 x 287.43 x 213.26 (PPC) (PPC) (
(POS + 2nd Display) 60W power adapter)
. 4.23 kg (POS) /3.6 kg (PPC) 6.7 kg (POS)/ 6.7 kg (POS)/ 6 kg (POS)/
Weight (approx) Skg 5.33 kg (POS + 2nd Display) 4.6 kg (PPC) 4.6 kg (PPC) 5 kg (PPC)
printer, MSR, printer, MSR, ;
MSR, custor'resr%is a customer display, customer display, cug{g]rsr?gr ’gERla
Options customer display, fingerorint sca%ng’r fingerprint, RFID, fingerprint, RFID, s RFI)=II3, :
fingerprint 1% 1‘3 2na displa ’ 2D scanner, camera, 2D scanner, camera, i-%utFt)on r’ea d er’
) play i-Button reader i-Button reader
Windows 10 Windows 10
0O.S. Support Windows 8.1 Windows 10 Windows 8.1 Windows 10 Windows 10
POSReady 7 POSReady 7
Certifications CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC

*All information contained in this document is subject to change without prior notice. Please log on www.protech.com.tw to acquire latest information.
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LCD Display

CPU Support

Max. CPU Speed
Chipset

Max. System Memory
BIOS

VGA

Audio

usB

LAN

Display

Cash Drawer

COM Ports

Keyboard / Mouse

Line Out

Mic In

Parallel Port
Drive Bays
Touchscreen

Power Supply

Dimensions (WxHxD) mm

Weight (approx)

Options

0.S. Support

Certifications

*All information contained in this document is subject to change without prior notice. Please log on www.protech.com.tw to acquire latest information.

POS Terminal

PA-6980 (PPC)

PA-6225 (PPC)

PA-5685 (PPC)

PA-J600 (PPC)

15" TFTLCD 15" TFT LCD 15.6" TFT LCD 21.5"TFTLCD
Intel® 7th / 6th Gen. Kaby Lake U Coromi-s 7300
Core™ i7/i5/i3/ Celeron® J1900 Core™-i3 7100U Core™-i3 7100U
Celeron® Celeron® 3965U Celeron® 3965U
2.30~3.80 GHz 2.0 GHz 22~24 GHz 2.2~3.5GHz
Intel® H110 Built-in CPU Built-in CPU Built-in CPU
32GB 8GB 16GB 16GB
AMI AMI AMI AMI
Built-in CPU Built-in CPU Built-in CPU Built-in CPU
Realtek ALC888 Realtek ALC888 Realtek ALC888 Realtek ALC888
5 x Type Afemale 5 x Type A female 5 x Type A female "‘I';pi frfjetzi;r;)lé
1xRJ45 1x RJ45 1x RJ45 1xRJ45
1xDB15 1xDB15 1xDB15 1xDB15
1xRJ1 1+ 1 (option) x RJ11 1xDB15 1xRJN
2+ 1 (option) DB-9 3+1 (option) xRS " opton X Ruds 2O e

1 x phone jack

1 x phone jack

1 x phone jack (option)

1 x phone jack

1 x phone jack (option)

1 x phone jack

1x2.5" SATA

1x2.5" SATA

1x2.5" SATA

1x2.5" SATA

5-wire analog resistive
or projected capacitive

5-wire analog resistive
or projected capacitive

projected capacitive

projected capacitive

120W~150W adaptor

72W~120W adaptor

60W~90W adaptor

90W~120W adaptor

367.5x 319.7 x 266 536 x 450 x 297
377 x 318 x 240 -
5675 x390X 2746 POS) 391 X250 x49 35 369 x 200
(Printer Stand POS) SN (POS) (with Big stand)
(PPC)
367.5x282x75 (PPC) 535 x 342 x 50 (PPC)
6 kg (POS)/
7kg 8kg 4kg (PPC) 6.2 kg (PPC)
. printer, MSR,
printer, MSR, cugig]rfr?gr Z/ERIa printer, MSR, customer display,
customer display, : pay, customer display, fingerprint, RFID,
fingerprint, RFID fingerprint, RFID, fingerprint 2D scanner, camera
gerprint, i-Button reader gerp i-Button reader
Windows 10 Windows 10
Windows 8.1 Windows 8.1 Windows 10 Windows 10
POSReady 7 POSReady 7
CE, FCC CE, FCC CE, FCC CE, FCC




