Panel PC

Selection Guide

21.5" High End

21.5" Entry

19" High End

19" Entry

Model

QR Code

Pictures

SP-S214

SP-S216

SP-S211

SP-6269

=151
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[EEELE

i

D|Sp|ay Type FHD FHD FHD SXGA SXGA
Max. Resolution 1920 x 1080 1920 x 1080 1920 x 1080 1280 x 1024 1280 x 1024
Pixel Pitch 0.248 x 0.248 0.248 x 0.248 0.248 x 0.248 0.294 x 0.294 0.294 x 0.294
Brightness (cd/m?) 350 350/ 1600 350 / 1600 350 350
Response Time (Tr + Td) 22ms 22 ms 22 ms 10 ms 10 ms
Viewing Angle
(up/down /Ieft/ right) 89/89/89/89 89/89/89/89 89/89/89/89 80/80/85/85 80/80/85/85
Intel® Intel® Intel®
Intel® Core™ i7-7700T/6700TE Core™ i7-6700TE Celeron® N3350 2C
Core™ i7-7700T Core™ i5-7500T/6500TE Intel® Core™ i5-6500TE 2.4 GHz
Processor Core™ i5-7500T Core™ i3-7101TE/6100TE Celeron® J3455 4C Core™ i3-6100TE Pentium® N4200 4C
Core™ i3-7101TE Pentium® G4400TE 2.3 GHz Pentium® G4400TE 2.5GHz
Celeron® G3930TE Celeron® G3930TE Celeron® G3900TE Atom™ x7 E3950 4C
Celeron® G3900TE 2.0 GHz
Chipset Intel® Q170/H110 Intel® Q170/H110 SoC Intel® Q170/H110 SoC
Max. System Memory 32GB DDR4 SO-DIMM 32GB DDR4 SO-DIMM 8GB DDR3L 32GB DDR4 SO-DIMM 8GB DDR3L
f 1 xDVI-D 1 xDVI-D
Display 2 x DVI-D 1x DVI-I 1 x HDMI (4K) 1 x DVI-I 1'% HDMI
4 x USB 3.0
USB 4xUSB 2.0 4 x USB 3.0 3xUSB 3.0 4 xUSB 3.0 3 x USB 3.0
Audio
Line In/Line Out /Mic In 1/1/1 17171 —-/1/1 1/1/1 -/1/1
LAN 2 2 2
Serial Ports 4 4 2 4 2
Parallel Port 1 = - - -
Digital I/O Port - 8in / 8out - 8in / 8out -
Keyboard / Mouse - - - - -
Fan Fan Fanless Fanless Fanless Fanless

Drive Bays

Touchscreen

2 x 2.5" SATAIII HDD

2 x 2.5" SATAIII HDD
1 x CFast card on board

1x2.5" SATAIIl HDD

2 x 2.5" SATAIIl HDD
1 x CFast card on board

1x2.5" SATAIIl HDD

Projected
capacitive touch

Projected
capacitive touch

Projected
capacitive touch

5W analog resistive

5W analog resistive

Electro galvanized

Electro galvanized

Electro galvanized

Electro galvanized

Electro galvanized

Construction steel chassis steel chassis steel chassis steel chassis steel chassis
Stainless steel front bezel | Stainless steel front bezel | Stainless steel front bezel |  Aluminum front bezel Aluminum front bezel
Waterproof Level IP65 (for front panel only) | IP65 (for front panel only) | IP65 (for front panel only) | IP65 (for front panel only) | IP65 (for front panel only)
Wall Mount Type VESA 75/100 VESA 100 VESA 100 VESA 100 VESA 100
Power AC In 100v=240V DC In 9V~36V DC In 9V~36V DC In 9V~36V DC In 9V~36V
Dimensions (W x H x D) mm 585 x 377 x 107 585 x 377 x 132 585 x 377 x 92 471 x 396 x 131 471 x 396 x 91
System Weight 11.8 kg 12.8 kg 10 kg 11.5 kg 10.7 kg
. ! Windows 10 loT ;

Operating System WiE_?ngvszB(% gl,o-r V\Il_l%%wzs(ﬁ% I/OT WFI%)&V 20110 9|C/)T Wind om';;rg(i /2%& é — WII_anS?g:V 2(;10 9k/)T

Ubuntu LTS 16.04 Ubuntu LTS 16.04 Ubuntu LTS 16.04 Ubuntu LTS 16.04
Certifications CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC

*All information contained in this document is subject to change without prior notice. Please log on www.protech.com.tw to acquire latest information.
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17" High End

Model

Pictures

Display Type

Max. Resolution
Pixel Pitch
Brightness (cd/m?)
Response Time (Tr + Td)

Viewing Angle
(up / down / left / right)

Processor

Chipset
Max. System Memory

Display

UsB

Audio
Line In/Line Out/Mic In

LAN

Serial Ports
Parallel Port
Digital I/O Port
Keyboard / Mouse

Fan

Drive Bays

Touchscreen

Construction

Waterproof Level

Wall Mount Type

Power

Dimensions (W x H x D) mm
System Weight

Operating System

Certifications

*All information contained in this document is subject to change without prior notice. Please log on www.protech.com.tw to acquire latest information.

SXGA SXGA SXGA SXGA
1280 x 1024 1280 x 1024 1280 x 1024 1280 x 1024
0.264 x 0.264 0.264 x 0.264 0.264 x 0.264 0.264 x 0.264
350 350 350 350
30 ms 30 ms 30 ms 30 ms
80/80/85/85 80/80/85/85 80/80/85/85 80/80/85/85
Intel® Intel® Intel® Intel®

Core™ i7-7700T
Core™ i5-7500T
Core™ i3-7101TE

Core™ i7-6700TE
Core™ i5-6500TE
Core™ i3-6100TE

Core™ i7-6700TE
Core™ i5-6500TE
Core™ i3-6100TE

Core™ i7-6700TE
Core™ i5-6500TE
Core™ i3-6100TE

Pentium® G4400TE Pentium® G4400TE Pentium® G4400TE
Celeron® G3930TE Celeron® G3900TE Celeron® G3900TE Celeron® G3900TE
Intel® Q170/H110 Intel® Q170/H110 Intel® Q170/H110 Intel® Q170/H110

32GB DDR4 SO-DIMM

32GB DDR4 SO-DIMM

32GB DDR4 SO-DIMM

32GB DDR4 SO-DIMM

2 xDVI-D 1 x DVI-I 1 x DVI-I 1 x DVI-I
4 x USB 3.0
4xUSB 20 4 xUSB 3.0 4 x USB 3.0 4 x USB 3.0
1/1/1 1/1/1 1/171 1/1/1
2 2 2 2
4 4 4 4
1 - - -
- 8in / 8out 8in / 8out 8in / 8out
Fan Fanless Fanless Fanless

2 x 2.5" SATAIII HDD

2 x 2.5" SATAIIl HDD
1 x CFast card on board

2 x 2.5" SATAIII HDD
1 x CFast card on board

2 x 2.5" SATAIII HDD
1 x CFast card on board

Projected
capacitive touch
S5W analog resistive

Projected
capacitive touch
5W analog resistive

Projected
capacitive touch
5W analog resistive

5W analog resistive

Electro galvanized
steel chassis
Stainless steel front bezel

Electro galvanized
steel chassis
Stainless steel front bezel

Electro galvanized
steel chassis
Aluminum front bezel

Electro galvanized
steel chassis
Aluminum front bezel

IP65 (for front panel only)

IP65 (for front panel only)

IP65 (for front panel only)

IP65 (for front panel only)

VESA 75/100 VESA 100 VESA 100 VESA 100
AC In 100V~240V
50Hz~60Hz DC In 9V~36V DC In 9V~36V DC In 9V~36V
436 x 368 x 103 434 x 366 x 127 395 x 327 x 127 448 x 352 x 129
9.1kg 10.9 kg 10.5 kg 10.5 kg
- Windows 10 loT Windows 10 loT Windows 10 loT
Windows 10T LTSC 2019/ LTSC 2019 / Windows 8.1/ LTSC 2019 / Windows 8.1/
Ubuntu LTS 16.04 Windows 7/ Ubuntu LTS 16.04 | Windows 7/ Ubuntu LTS 16.04
CE, FCC CENECE CE, FCC CENECE

www.protech.com.tw




Panel PC
Selection Guide

17" Entry

15.6" Entry

Model

QR Code

Pictures

Display Type

Max. Resolution
Pixel Pitch
Brightness (cd/m?)
Response Time (Tr + Td)

Viewing Angle
(up/ down / left / right)

Processor

Chipset
Max. System Memory

Display

USB

Audio
Line In/Line Out/Mic In

LAN

Serial Ports
Parallel Port
Digital I/O Port
Keyboard / Mouse

Fan

Drive Bays

Touchscreen

Construction

Waterproof Level

Wall Mount Type

Power

Dimensions (W x H x D) mm
System Weight

Operating System

Certifications

SXGA SXGA SXGA WXGA
1280 x 1024 1280 x 1024 1280 x 1024 1366 x 768
0.264 x 0.264 0.264 x 0.264 0.264 x 0.264 0.252 x 0.252
350 350 350 400
30 ms 30 ms 30 ms 8 ms
80/80/85/85 80/80/85/85 80/80/85/85 70/80/80/80
Intel® Intel® Intel®
Celeron® N3350 2C Celeron® N3350 2C Celeron® N3350 2C
2.4 GHz 2.4 GHz 2.4 GHz
Pentium® N4200 4C Pentium® N4200 4C Pentium® N4200 4C Intel® Celeron® N3350
Celeron® J155 4C Celeron® J155 4C Celeron® J155 4C Intel® Celeron® J3455
2.3 GHz 2.3 GHz 2.3 GHz Intel® Pentium® N4200
Atom™ x7 E3950 4C Atom™ X7 E3950 4C Atom™ x7 E3950 4C
1.8 GHz 1.8 GHz 1.8 GHz
SoC SoC SoC SoC
8GB DDR3L 8GB DDR3L 8GB DDR3L 8GB DDR3L
1 x DVI-D 1 x DVI-D 1 x DVI-D
1'x HDMI 1'x HDMI 1'x HDMI 1 x HDMI
3x USB 3.0 3x USB 3.0 3x USB 3.0 4xusB3
—/1/1 —11/1 —/1/1 /171
2 2 2 2
2 2 2 1
- - = 4in / 4out
Fanless Fanless Fanless Fanless

1x2.5" SATAIIl HDD

1x2.5" SATAIIl HDD

1x2.5" SATAIIl HDD

1x2.5" SATAIII HDD

Projected
capacitive touch
5W analog resistive

Projected
capacitive touch
5W analog resistive

5W analog resistive

Projected
capacitive touch

Electro galvanized
steel chassis

Stainless steel front bezel

Electro galvanized
steel chassis
Aluminum front bezel

Electro galvanized
steel chassis
Aluminum front bezel

Plastic front bezel
Aluminum die
casting back cover

IP65 (for front panel only)

IP65 (for front panel only)

IP65 (for front panel only)

VESA 100 VESA 100 VESA 100 VESA 75/100
DC In 9V~36V DC In 9V~36V DC In 9V~36V DC In 12V/24V
436 x 368 x 87 396 x 328 x 75 448 x 352 x 89 391 x 246 x 48

6.9 kg 6.5 kg 7.1kg 3.2kg
Windows 10 loT Windows 10 loT Windows 10 loT Windows 10 loT
LTSC 2019/ LTSC 2019/ LTSC 2019/ LTSC 2019/
Ubuntu LTS 16.04 Ubuntu LTS 16.04 Ubuntu LTS 16.04 Ubuntu LTS 16.04
CE, FCC CE, FCC CE, FCC CE, FCC

*All information contained in this document is subject to change without prior notice. Please log on www.protech.com.tw to acquire latest information.
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15" High End

Model

QR Code

Pictures

Display Type

Max. Resolution
Pixel Pitch
Brightness (cd/m?)
Response Time (Tr + Td)

Viewing Angle
(up / down / left/ right)

Processor

Chipset
Max. System Memory

Display

USB

Audio
Line In/Line Out/Mic In

LAN

Serial Ports
Parallel Port
Digital I/O Port
Keyboard / Mouse

Fan

Drive Bays

Touchscreen

Construction

Waterproof Level
Wall Mount Type
Power

Dimensions (W x H x D) mm
System Weight

Operating System

Certifications

SP-6265

EI-'-

XGA XGA XGA XGA
1024 x 768 1024 x 768 1024 x 768 1024 x 768
0.297 x 0.297 0.297 x 0.297 0.297 x 0.297 0.297 x 0.297
450 450 450 450
8 ms 8 ms 8 ms 8 ms
70/80/80/80 70/80/80/80 70/80/80/80 70/80/80/80
Intel® Intel® Intel® Intel®

Core™ i7-7700T
Core™ i5-7500T
Core™ i3-7101TE

Core™ i7-6700TE
Core™ i5-6500TE
Core™ i3-6100TE

Core™ i7-6700TE
Core™ i5-6500TE
Core™ i3-6100TE

Core™ i7-6700TE
Core™ {5-6500TE
Core™ i3-6100TE

Pentium® G4400TE Pentium® G4400TE Pentium® G4400TE
Celeron® G3930TE Celeron® G3900TE Celeron® G3900TE Celeron® G3900TE
Intel® Q170/H110 Intel® Q170/H110 Intel® Q170/H110 Intel® Q170/H110

32 GB DDR4 SO-DIMM

32 GB DDR4 SO-DIMM

32 GB DDR4 SO-DIMM

32 GB DDR4 SO-DIMM

2 xDVI-D 1 x DVI-I 1 x DVI-I 1 x DVI-I
4 x USB 3.0
4x USB 2.0 4 xUSB 3.0 4 x USB 3.0 4 x USB 3.0
1/1/1 1/1/1 1/1/1 1/1/1
2 2 2 2
4 4 4 4
-- 8in / 8out 8in / 8out 8in / 8out
Fan Fanless Fanless Fanless

2 x 2.5" SATAIII HDD

2 x 2.5" SATAIIl HDD
1 x CFast card on board

2 x 2.5" SATAIII HDD
1 x CFast card on board

2 x 2.5" SATAIIl HDD
1 x CFast card on board

Projected
capacitive touch
5W analog resistive

Projected
capacitive touch
5W analog resistive

Projected
capacitive touch
5W analog resistive

5W analog resistive

Electro galvanized
steel chassis
Stainless steel front bezel

Electro galvanized
steel chassis
Stainless steel front bezel

Electro galvanized
steel chassis
Aluminum front bezel

Electro galvanized
steel chassis
Aluminum front bezel

IP65 (for front panel only)

IP65 (for front panel only)

IP65 (for front panel only)

IP65 (for front panel only)

VESA 75/100 VESA 100 VESA 100 VESA 100
AC In 100V~240V
A DC In 9V~36V DC In 9V~36V DC In 9V~36V
408 x 320 x 98 408 x 320 x 122 364 x 279 x 118 408 x 308 x 133
8.1 kg 8.9kg 10 kg 10.1 kg
. Windows 10 loT Windows 10 loT Windows 10 loT
Windows 10 50T LTSC 2019 / LTSC 2019 / LTSC 2019 /
Ubuntu LTS 16.04 Ubuntu LTS 16.04 Ubuntu LTS 16.04
CE, FCC CE, FCC CE, FCC CE, FCC

*All information contained in this document is subject to change without prior notice. Please log on www.protech.com.tw to acquire latest information.

www.protech.com.tw




Panel PC

Selection Guide

Model

QR Code

Pictures

Display Type

Max. Resolution
Pixel Pitch
Brightness (cd/m?)
Response Time (Tr + Td)

Viewing Angle
(up/ down / left / right)

Processor

Chipset
Max. System Memory

Display

USB

Audio
Line In/Line Out/Mic In

LAN

Serial Ports
Parallel Port
Digital I/O Port
Keyboard / Mouse

Fan

Drive Bays

Touchscreen

Construction

Waterproof Level

Wall Mount Type

Power

Dimensions (W x H x D) mm
System Weight

Operating System

Certifications

*All information contained in this document is subject to change without prior notice. Please log on www.protech.com.tw to acquire latest information.

Panel PC

XGA XGA XGA XGA
1024 x 768 1024 x 768 1024 x 768 1024 x 768
0.297 x 0.297 0.297 x 0.297 0.297 x 0.297 0.297 x 0.297
400 400 400 400
8 ms 8 ms 8 ms 8 ms
80/80/80/80 80/80/80/80 80/80/80/80 80/80/80/80
Intel® Intel® Intel®
Celeron® N3350 Celeron® N3350 Celeron® N3350
2C 2.4 GHz 2C 2.4 GHz 2C 2.4 GHz Intel®
Pentium®N4200 Pentium®N4200 Pentium®N4200 E3845 1.91 GHz
4C 2.5 GHz 4C 2.5 GHz 4C 2.5 GHz E3826 1.46 GH
Celeron®J3455 Celeron®J3455 Celeron®J3455 : Z
C 2.3 GHz C 2.3 GHz C 2.3 GHz J1900 2.0 GHz
Atom™ x7 E3950 Atom™ x7 E3950 Atom™ x7 E3950
4C 1.8 GHz 4C 1.8 GHz 4C 1.8 GHz
SoC SoC SoC -
8GB DDR3L 8GB DDR3L 8GB DDR3L 8GB DDR3L
1 xDVI-D 1 x DVI-D 1 x DVI-D
1 HDMI 1 x HDMI 1 x HDMI Uzl
2xUSB 2.0
3xUSB 3.0 3xUSB 3.0 3xUSB3.0 1% USB 30
—-/1/1 —-/1/1 ~/1/1 ~/1/1
2 2 2 2
2 2 2 4
Fanless Fanless Fanless Fanless
1x25" 1x25" 1x2.5" 1 x2-5(":,§ATtA" ';DD
xCFast car
SATAIIl HDD SATAIIl HDD SATAIIl HDD A
Projected Projected
capacitive touch capacitive touch 5W analog resistive 5W analog resistive

5W analog resistive

5W analog resistive

Electro galvanized
steel chassis
Aluminum
front bezel

Electro galvanized
steel chassis
Stainless steel
front bezel

Electro galvanized
steel chassis
Aluminum
front bezel

Electro galvanized
steel chassis
Aluminum
front bezel

IP65
(for front panel only)

P65
(for front panel only)

P65
(for front panel only)

P65
(for front panel only)

VESA 100 VESA 100 VESA 100 VESA 75/100
DC In 9V~36V DC In 9V~36V DC In 9V~36V DC In 9V~36V
365x280x75 408 x 320 x 82 408 x 308 x 93 408 x 308 x 87.7

6.0 kg 6.0 kg 6.3 kg 5.4 kg
Windows 10 loT Windows 10 loT Windows 10 loT Vg‘g;’g‘;v\jv? 0 d'OT '-g ??
LTSC 2019/ LTSC 2019/ LTSC 2019/ K ows'; /‘\’,‘\’,"és a
Ubuntu LTS 16.04 Ubuntu LTS 16.04 Ubuntu LTS 16.04 Industry Pro/ WES 7
CE, FCC CE, FCC CE, FCC CE, FCC
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Panel PC

Selection Guide

12.1" Entry

10.4" Entry

8.4" Entry

Model

QR Code

Pictures

Display Type

Max. Resolution
Pixel Pitch
Brightness (cd/m?)
Response Time (Tr + Td)

Viewing Angle
(up/ down / left / right)

Processor

Chipset

Max. System Memory

Display

USB
Audio

Line In/Line Out/Mic In

LAN

Serial Ports
Parallel Port
Digital I/O Port
Keyboard / Mouse

Fan

Drive Bays

Touchscreen

Construction

Waterproof Level

Wall Mount Type
Power
Dimensions (W x H x D) mm

System Weight

Operating System

Certifications

SP-C121

SP-6140

2.3 GHz
Atom™ x7 E3950 4C
1.8 GHz

2.3 GHz
Atom™ x7 E3950 4C
1.8 GHz

J1900 2.0 GHz

SVGA SVGA XGA SVGA
1024 x 768 800 x 600 800 x 600 1024 x 768 800 x 600
0.24x0.24 0.264 x 0.264 0.264 x 0.264 0.264 x 0.264 0.264 x 0.264
500 400 400 400 600
35 ms 35 ms 35 ms 35 ms 16 ms
80/80/80/80 60/70/80/80 60/70/80/80 60/70/80/80 70/65/75/75
Intel® Intel® Intel®
Celeron® N3350 2C Celeron® N3350 2C Celeron® N3350 2C
Intel® Pentiun® N4300 4C Pentiut Ru300 4C Intel® Pentitr® SHZ00 4C
entium entium entium
Celeron® J3455 4C 25 GHz 25 GHz B sz 2.5 GHz
2.3 GHz Celeron® J3455 4C Celeron® J3455 4C 3 Celeron® J3455 4C

2.3 GHz
Atom™ x7 E3950 4C
1.8 GHz

capacitive touch
5W analog resistive

5W analog resistive

5W analog resistive

SoC SoC SoC -- SoC
8GB DDR3L 8GB DDR3L 8GB DDR3L 8GB DDR3L 8GB DDR3L
1x VGA 1 x DVI-D 1xDVI-D 1 x DVI-I 1 x DVI-D
1xDP 1 x HDMI 1 x HDMI 1 x HDMI
4 x USB 3.0 2xUSB 2.0
2xUSB 2.0 3xUSB 3.0 3xUSB3.0 1xUSB 3.0 3xUSB3.0
1/0/0 —~/1/1 -/1/1 —-/1/1 —~/1/1
2 x GbE 2 2 2 2
4 2 2 4 2
8 - - - -
- Fanless Fanless Fanless Fanless
" " " 1x 2.5" SATAIl HDD 1x2.5"
1x2.5" SATAIIl HDD/SSD | 1 x 2.5" SATAIIl HDD 1 x 2.5" SATAIIl HDD 1 52 CET oI G BREre) SATAIIl HDD
5W analog resistive Projected Projected

capacitive touch
5W analog resistive

Electro galvanized

steel chassis

Aluminum front bezel

Electro galvanized
steel chassis
Aluminum front bezel

Electro galvanized
steel chassis
Aluminum front bezel

Electro galvanized
steel chassis
Aluminum front bezel

Electro galvanized
steel chassis
Aluminum front bezel

IP65 (for front panel only)

IP65 (for front panel only)

IP65 (for front panel only)

IP65 (for front panel only)

VESA 75 VESA 100 VESA 100 VESA 75/100 VESA 100
+12V DC In DC In 9V~36V DC In 9V~36V DC In 9V~36V DC In 9V~36V
324 x 253 x 71 259 x 216 x 74 278 x229x 78 278 x 229 x 77 224 x 176 x 76
3.55 kg 3 kg 3.4 kg 3.5kg 2 kg
Windows 10 loT ; Windows 10 lIoT LTSC Windows 10 loT
Windows 10 64 bit LTSC 2019/ Windows 19,07 2019/ Windows 8.1/ LTSC 2019/
Windows 7 / Ubuntu LTS 16.04 Windows 7 / WES 8.1 Windows 7 /
Ubuntu LTS 14.04 . Industry Pro / WES 7 Ubuntu LTS 14.04
CE, FCC CE, FCC CE, FCC CE, FCC CE, FCC

*All information contained in this document is subject to change without prior notice. Please log on www.protech.com.tw to acquire latest information.

www.protech.com.tw




